
Product Advantages
Sufficient brightness for daytime operation, suitable for outdoor billboard advertising application (mega
screen, media façade, etc). Light Weight, Flex Shape, Transparency, Easy Integrate Façade Display Fixture.
The product integrates with architectural facades to display complex, dynamic and colorful videos
andimages on building . It has been designed according to common video play back and outdoor
building material standards, with IP67-rated and UV-resistant.

Feature
1. Light weight and small wind load. For the MERA LED Strip Curtain, light weight is the most intuitive experience
for customers. The transparency up to 70%, which allows the wind pass through the Screen, so its wind load capacity is 
extremely strong.
2. Easy installation, no steel structure, no air conditioning, front and rear installation. Not necessary of using the
air conditioning means low power consumption, saving more than 35% energy than ordinary LED display.
3. Convenient maintenance. Both front and rear maintenance are possible. The LED Strips of each unit can be
removed with a few screws, no need replacing the entire cabinet. Also, the cabinet can be quickly removed from
the air, and replace the LED Strip from the ground.
4. The product design is highly integrated, foolproof design, built-in power supply and receiving card. Each unit can
work independently.

www.media-facade.net



SPECIFICATION

Model P15.6 P31.25 P41.6

Chip Brand DIP346 DIP346 DIP346

LED Souorce 1R1G1B 1R1G1B 2R2G2B

Pixel Pitch 15.6-15.6mm 31.25-31.25mm 41.6-41.6mm

Module Size 500x1000mm 500x1000mm 500x1000mm

dots/m2 4096px/m² 1024px/m² 576px/m²

Viewing Angle 120°/60° 120°/60° 120°/60°

Viewing Distance 5-100m 5-100m 5-100m

Transparency ≤50% ≤70% ≤75%

Power Ave ≤155W/m² ≤155W/m² ≤155W/m²

Power Max ≤450W/m² ≤450W/m² ≤450W/m²

Weight 10Kg/m² 10Kg/m² 10Kg/m²

Brightness 6500cd/m² 6000cd/m² 5500cd/m²

Refresh Rate ≥1920Hz ≥1920Hz ≥1920Hz

Operating Voltage AC90V-AC220V AC90V-AC220V AC90V-AC220V

Ingress Protection IP65 IP65 IP65

Fire Protection Rate UL94-V0 UL94-V0 UL94-V0

Operating Temperature -35~60℃ -35~60℃ -35~60℃

Storage Temperature -40~70℃ -40~70℃ -40~70℃

Lifespan ≥80000h ≥80000h ≥80000h

Optical Parameters:
※ Specification is subject to changes without prior notice for product improvement.
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Product Structure Drawing (mm)

Installation Method
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Control System Diagram

Project Cases
——————

Panorama Plaza, Solvakia (2018)

ACLEDA Bank, Cambodia (2017)
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※ The actual system diagram may subject to change from the above example.
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